



A123948069 - Using RSLogix Emulate 5000 with 
RSView Studio for Machine Edition
NOTES:

· The slot of the classic RSLinx service in the RSLogix Emulate 5000 Chassis Monitor cannot be changed.  It is always 0 and is always displayed.

· The slot of the RSLinx Enterprise service in the Chassis Monitor is set to Auto Configure by default and will only appear when the service is running.  The slot number can be changed in the Virtual Backplane driver properties from RSLinx Enterprise.
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Section A – Configuring RSLogix Emulate 5000

1. Open the RSLogix Emulate 5000 Chassis Monitor.  
2. Select Slot > Create Module…
3. Add an “Emulator RSLogix 5000 Emulate Controller” and specify the slot.  

[image: image2.jpg]Select Module

Mode Type: [T784PCIC CanlralNet PCI Messagig
1784 PEICS CantolNet PC] Scarner
1784 PEIDS DeviceNet PCl Scanner
1784 PKTCS Corlrolet Scanmer
1784-PMOZAE 2 dvis Analog/Encoder Servo
1784 PM16SE 16 A SERCOS
1789.51M 32 Pairt Input/Dufput Simulator

1l

Cancel

anialler

=N





You will now see an Emulator module in the slot specified.

4. Open RSLogix 5000 and create an ACD file.
5. Select an “Emulator RSLogix 5000 Emulate Controller” and specify the same slot number as the controller in the Chassis Monitor.
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6. Once the logic is ready for downloading, create a Virtual Backplane driver in classic RSLinx.
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7. From RSLogix 5000, choose Communications > Who Active to select the controller to download to.
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Section B – Configuring RSView Machine Edition

1. Open RSView Studio and create a new Machine Edition application.
2. Open the RSLinx Enterprise Communication Setup window.

3. Create your shortcut and link it to the RSLogix 5000 Emulator controller found under the 1789-A17, Backplane driver.
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4. Develop and test your application as needed.
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